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Genel Ozellikler / General Specifications

Uriin Kodu / Product Code DTY.031
LED Armatiir Giicii / LED Luminaire Power 75W
Isik Akisi / Luminous Flux 9750 Im
Etkinlik Faktorii / Luminous Efficency 130 Im/W *
Renk Sicakhgi / Color Temperature 6500K **
Renksel Geriverim / Color Rendering Index >70
Isik Dagilimi / Light Distribution Simetrik/ Symmetric
IP Koruma / IP Protection IP65
IK Sinifi / IK Class IKOS8
Garanti / Guarantee 5Yil /5 Years

Elektriksel Ozellikler / Electrical Specifications

Anma Gerilimi / Rated Voltage 220-240V AC
Girig Gerilim Aralig1 / Input Voltage Range 176-305V AC
Darbe Korumasi / Surge Protection 4KV(Common Mode) - 2KV(Differential Mode)
Frekans / Frequency 50-60 Hz
Glig¢ Faktori / Power Factor >95
Isik Kaynagi / Light Source 2835 /3030 Mid Power LED
LED Omrii / LED Lifetime 100.000 saat / 100.000 hours

Mekanik Ozellikler / Mechanical Specifications

Galisma Sicaklig1 / Operating Temperature (-20 °C)...(+45 °C)
Govde / Body Aliminyum Enjeksiyon ve Ekstriizyon / Aluminium Injection and Extrusion
Olgiiler (1 x w x h) / Dimensions (mm) 425x425x150
Govde Boyasi / Body Paint Elektrostatik Toz Boya / Electrostatic Powder Coated
Agirhk 5,3 kg
Optik Kapak / Diffuser 4 mm Temperli Cam / 4 mm Tempered Glass
Opsiyonel / Optional Dimmable, Programmable Driver

% Bu deger 6500K renk sicakligi icin referans alinmistir. Etkinlik faktéri farkh renk sicakligi degerlerinde degisiklik gosterebilir.
(This value has been referenced for color temparature 6500K. Luminous efficency may vary depending on diffrent color temperatures.)

**py belge 6500K renk sicakhigi degeri baz alinarak hazirlanmistir. Renk sicakhgi degerleri 3000K-4000K-6500K seklindedir.
( This document prepared based on 6500K color temperature. Color temperature values are 3000K-4000K-6500K.)
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Istk Dagihmi / Light Distribution
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Teknik Cizim / Technical Drawing
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